1/4 



Encapsulated Device Before Reflow Of Getter 10 



EpoxySeal 19 



Glass Cap With 
Cavity 18 



Reflowable Getter 
Composition 12 





mmi^Y///// 







OLED Substrate 16 



Active OLED 
Area 14 



FIG. 1A 




Reflowed Getter 
Composition 22 

Encapsulated Device After Reflow Of Getter 20 

FIG. 1B 



2/4 



Glass Cap With Cavity Before Placement 

Cavity 18 Of Getter 18A 




FIG. 2A 



Glass Cap With 




FIG. 2B 



Glass Cap With 




FIG. 2C 



3/4 



Encapsulated Device With Separate 
Getter Layers Before Reflow 30 




OLED Substrate Active OLED 

16 Area 14 



FIG. 3A 



Post Re-Flow Cavity 
18C 



Encapsulated Device With Separate 
Getter Layers After Reflow 40 




Active OLED 
Area 14 



FIG. 3B 



Meltable Layer 
12B 



4/4 



Active OLED 
Area 14 



Sealing Area 
50 



Reflowable Getter 
Composition 1 2 




FIG. 4A 



OLED Substrate 
16 



Seal 19 




FIG.4B 



Reflow Reflowed Getter 

Composition 22 




FIG. 4C 



